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CENTRO HPM

PPSU, PSU, PEI |

Rods

Rods

Rods

Diameter 
mm

Tolerance diameter 
mm

Stock lengths 
mm

Weight black
kg/m 

12 + 0,2 + 0,9 1000 | 3000 0,162
16 + 0,2 + 0,9 1000 | 3000 0,282
20 + 0,2 + 0,9 1000 | 3000 0,434
25 + 0,2 + 1,2 1000 | 3000 0,679
30 + 0,2 + 1,2 1000 | 3000 0,969
40 + 0,2 + 1,6 1000 | 3000 1,72
50 + 0,3 + 2,0 1000 | 3000 2,691

Diameter 
mm

Tolerance diameter 
mm

Stock lengths 
mm

Weight yellow
kg/m 

10 + 0,2 + 0,8 1000 | 3000 0,109
16 + 0,2 + 0,9 1000 | 3000 0,271
20 + 0,2 + 0,9 1000 | 3000 0,417
30 + 0,2 + 1,2 1000 | 3000 0,932
40 + 0,2 + 1,6 1000 | 3000 1,654
50 + 0,3 + 2,0 1000 | 3000 2,586

Diameter 
mm

Tolerance diameter 
mm

Stock lengths 
mm

Weight ambre
kg/m 

12,7 + 0,0 + 0,1 2440 0,164
25,4 + 0,0 + 0,1 2440 0,66
38,1 + 0,0 + 0,15 2440 1,484
50,8 + 0,0 + 0,15 2440 2,631
76,2 + 0,0 + 6,5 1220 6,984

101,6 + 0,0 + 6,5 1220 11,943

Additional dimensions are available on request.
Tolerance length:      0% bis + 3%
Tolerance width:      

PRODUCT INFORMATION

Trade name:    Centro HPM 
Abbreviation:  PPSU
Designation:  Polyphenylsulphone              

Shapes: Rods
Colour: Schwarz
Density: 1,29 g/cm3

PRODUCT INFORMATION

Trade name:    Centro HPM 
Abbreviation:  PSU
Designation:  Polysulfphone               

Shapes: Rods
Colour: Yellow (transparent)
Density: 1,24 g/cm3

PRODUCT INFORMATION

Trade name:    Centro HPM 
Abbreviation:  PEI
Designation:  Polyetherimide               

Shapes: Rods
Colour: Ambre (transparent)
Density: 1,27 g/cm3

Polyphenylsulphone,
Polysulfphone, Polyetherimide 


